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SENSOR SERIAL NUMBER: 6337
CALIBRATION DATE: 25-Jan-14

SBE19plusV2 CONDUCTIVITY CALIBRATION DATA
PSS 1978: C(35,15,0) = 4.2914 Siemens/meter

 
COEFFICIENTS:

g = -1.016984e+000

h =  1.452377e-001

i = -4.594757e-004

j =  5.427025e-005

CPcor = -9.5700e-008

CTcor =  3.2500e-006

 

 BATH TEMP       BATH SAL    BATH COND     INST FREQ       INST COND         RESIDUAL

       (ITS-90)             (PSU)           (Siemens/m)            (Hz)               (Siemens/m)         (Siemens/m)

  22.0000     0.0000    0.00000    2653.83     0.0000      0.00000

   1.0000    34.7660    2.97207    5257.38     2.9721     -0.00000

   4.5000    34.7454    3.27869    5455.27     3.2787      0.00000

  15.0000    34.7004    4.25890    6043.76     4.2589     -0.00002

  18.5000    34.6910    4.60354    6237.22     4.6035      0.00001

  24.0000    34.6814    5.16077    6537.56     5.1608      0.00001

  29.0000    34.6762    5.68195    6806.11     5.6819     -0.00001

 

f = INST FREQ / 1000.0

Conductivity = (g + hf
2
 + if

3
 + jf

4
) / (1 + δt + εp) Siemens/meter

t = temperature[°C)]; p = pressure[decibars]; δ = CTcor; ε = CPcor;

Residual = instrument conductivity - bath conductivity

Date, Slope Correction

-0.02

-0.01

0.00

0.01

0.02

0 1 2 3 4 5 6 7

R
e
s
id

u
a
l,
 (

S
/m

)

Conductivity (Siemens/m)

29-May-09 0.9977487
25-Jan-14 1.0000000


